VARIANTER

Artikelnummer
HO6116
HO6122
HO6128
HO6134
HO6144

PRODUKTBESKRIVNING
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Pris

11 275,00 kr
11 325,00 kr
11 425,00 kr
11 535,00 kr
11 735,00 kr

KICKER TIEBAR PARALLELLSTAG

Artikelnummer: HO61XX
11 275,00 kr - 11 735,00 kr

Variant

Kicker tie bar kit 16"
Kicker tie bar kit 22"
Kicker tie bar kit 28"
Kicker tie bar kit 34"
Kicker tie bar kit 44"

Seastar Solutions Kicker Tiebar ar ett flexibelt parallellstag speciellt konstruerat for trollingmotorer
tilsammans med SeaStar HC5345 cylinder.

Genom att byta ut axeln som gar genom riggréret pd motorn pa en Seastar HC53xx cylinder kan en flexibel
Xtreme specialkabel anslutas.

Max effekt pa trollingmotorn ar 20Hk.
SeaStar Kicker Tiebar finns i fem olika langder.

PRODUKTSPECIFIKATION

Kicker Tiebar med flexibel Xtreme specialkabel
HO6116 - Kicker tiebar 16 inch / 0.40 m
HO6122 - Kicker tiebar 22 inch / 0.55 m
HO6128 - Kicker tiebar 28 inch / 0.71 m
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Skanna QR-kod for mer information eller

besok Comstedt.se



https://www.comstedt.se/produkt/seastar-ob-cylinder-350hk

HO6134 - Kicker tiebar 34 inch / 0.86 m
HO6144 - Kicker tiebar 44 inch/1.11 m
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1. For a Kicker installed on a motor bracket, add additional length fo X dimension.

| BRACKET 2. For Main engine installed on a motor bracket add an additional 2" te X dimension.
VERTICAL - 3. Kigker cable tiebar systems require a minimum clearance of 14" from the end of the
TRAVEL it tube towards the molar side well gunnel.

Skanna QR-kod for mer information eller
besok Comstedt.se
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